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O u r  B e l l f o r t ®  R o o f  A w n i n g  i s  a  r e t r a c t a b l e  
t e r r a c e  a w n i n g  o n  fi x e d  r a i l s .
 
E x c e p ti o n a l  s t r e n g t h  u ti l i s i n g  z i p p e d  
c h a n n e l s  a n d  s t o r m - p r o o f  f a b r i c .  

I t  i s  a n  e x c e l l e n t  c h o i c e  f o r  o u t d o o r  
c o m m e r c i a l  a r e a s  e s p e c i a l l y  s u i t e d  t o  
e x p o s e d  l o c a ti o n s  a s  a l l  c o m p o n e n t s  a r e  
1 0 0 %  c o r r o s i o n  r e s i s t a n t .
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Bel l fo r t  Roof  Awn ing   |   Overv iew

guide track

track bracket

fabric cover

cassette box

front profile

Maximum width: 1 section: 6.0-7.0m  |  2 sections: 12.0-14.0m  |  3 sections: 18.0-21.0m. (Up to 5 sections can be coupled together).
Maximum projection: 4.5m (up to 6.0-7.0m depending on the width).
Pitch*: subject to suitable fixing conditions.
Operation: electric (either side of the roller).
Wind resistance: Class 3  |  Beaufort 6 (48kmph / 30mph)
*Note: if the awning’s angle of pitch is less than 25% = 14°, measured from the horizontal, it must not be opened in the rain. There is a risk of puddles forming in 
the fabric which could damage the awning or cause it to fall.
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Awning fixture width
Minimum fixture width

150 200 250 300 350 400 450 500 550 600 650 700 

Order 
dimensions

60
–

150

151
–

200

201
–

250

251
–

300

301
–

350

351
–

400

401
–

450

451
–

500

501
–

550

551
–

600

601
–

650

651
–

700
Hard-wired 

motor
Radio-controlled 

motor

H

150

60 
[73]

70 
[83]

200
250
300
350 • •
400 • • • • • • • • • • • •
450 • • • • • • • • • • • • • • •
500 • • • • • • • • • • • • • • —

550 • • • • • • • • • • • • • — —

600 • • • • • • • • • • • • • • — —

650 • • • • • • • • • • • • • — — —

700 • • • • • • • • • • • • • • • • — — — —

dimensions in cm

Single unit

= 

= tracfix ist not available

1) = depending on the fixture combination, an additional central cassette support
 is required from a fixture width of 601 cm, and a central support for any cover
 support tube from a fixture width of 451 cm.

2) = from an extension of 401 cm, an additional track bracket per track is required
• = 1 cover support tube, if unit is without tracfix
• • = 2 cover support tubes, if unit is without tracfix
[…] = dimensions in the case of tracfix units
H = extension
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dimensions in mm
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 Middle track bracket
(for projections over 4.0m)

Track bracket
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Single unit 1 field, 1 motor
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With asymmetrical guide 
track extensions

dimensions in mm

[…] = dimensions of the cover gap in a standard unit, 
no cover gap in units with tracfix system

M = overall awning width MA + 100 mm
MA = order dimension = awning fixture width = fixture width

BA = width between fixture points MB = bracket fixture range
DIF = M = motor
H = order dimension = extension
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Coupled unit, 2 fields, 2 motors

 MA = BA 

 [28] 

 [28] 

 [28] 

 20 

 116  60 

 45  MB = 300  45  MB = 300 

 MA = BA 

 M 

 60 

 1
85

 

 20 

 [28] 

 H
 

 50  50 

= MB

MM

 MB = 150 

dimensions in mm

[…] = dimensions of the cover gap in a standard unit, 
no cover gap in units with tracfix system

H2 = shorter extension
M = overall awning width MA + 100 mm

BA = width between fixture points MA = order dimension = awning fixture width = fixture width
DIF = MB = bracket fixture range
H = order dimension = extension M = motor
H1 = longer extension
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[…] = dimensions of the cover gap in a standard unit, 
no cover gap in units with tracfix system

KA = coupled unit
M = overall awning width MA + 100 mm

BA = width between fixture points MA = order dimension = awning fixture width = fixture width
DIF = MB = bracket fixture range
EA = single unit M = motor
H = order dimension = extension dimensions in mm

Coupled unit, 3 fields, 2 motors

 MA = BA 

EA KA

 MA = BA  MA = BA 

 H
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Shadeplus / drop valance
not available

Optional accessories
tracfix – the cover is held in the guide tracks by a zip
storm safety bracket for the cassette
wall sealing profile
more than one motor in coupled units which can be operated 
independently of one another
automatic controls (light, wind, rain)

Operation standard optional
crank handle — —
hard-wired motor ✓ —
silentec motor (optionally with an 
external io / RTS receiver)

— ✓

radio-controlled motor io, 868 MHz — ✓
radio-controlled motor RTS, 433 MHz — ✓
radio-controlled motor RTS, 433 MHz 
with manual override

— —

Coupled Awning
2–5 fields, 1 motor per field
alternatively 2 fields, 1 motor / 3 fields, 2 motors / 
 4 fields, 2 motors
maximum field dimensions: see dimension overview 
for a single unit
General information

 

functionality of the awning nor the service life of the cover.Fabric pattern no. Standard Optional
sunvas 301.. / 309..–315.. ✓ —
perla 370 .. — ✓

sunsilk 324.. / 325.. / 328.. 
/ 369.. ✓ —

perla FR 374.. / 375.. — ✓
perfotex 331.. / 332.. ✓ —
transolair 338.. — ✓
transolair (120 cm) 339.. — ✓
vuscreen Alu 317.. — —
Soltis Perform 92 92-20.. — ✓
Glass fibre screen 272.. — —
Standard fabric panel widths
1) 60 cm 2) 120 cm 3) 84 cm
4) 88.5 cm 5) Only with tracfix 6) Max. extension 600 cm

7)  
at every second seam in the seam area is not possible.



Frame colours

Havana brown textured finish, 5229 

stone grey metallic, 5215 anthracite metallic, 5204 

grey brown, similar to RAL 8019

Standard colours

metallic aluminium, RAL 9006

Non-standard powder-coated finish

1) textured finish

Bespoke frame colours at a surcharge – matt, metallic and pearl finishes as well as other colour ranges (DB, Tiger etc.) on request. 
All frame colours are available at a surcharge with enhanced corrosion protection.
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F ix ing  Options  IBel l fo r t  Roof  Awn ing     

76061.L
76062.R 76017.

76046.
76061.L
76062.R
76180.

76061.L
76062.R
76180.

76049.

76046.

76067.L
76068.R
76198.

76067.L
76068.R
76198.

76046.
76052.
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F ix ing  Options  I IBel l fo r t  Roof  Awn ing     

76017. 76017.

76046.76046.

76063. L
76064. R

76046.

76046.

76052.
76063.L
76064.R
76181.

76049.

76063.L
76064.R
76181.
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Face fixture

face fixture cassette bracket, right
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pitch adjustment range 
5°–45°

76063.

face fixture cassette 
bracket

right

pitch adjustment range 
5°–45°

76064.

dimensions in mm

dimensions in mm
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face fixture cassette 

pitch adjustment range
5°–45°

76231.

dimensions in mm

Face fixture cassette bracket, wide, right
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pitch adjustment range
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76232.

dimensions in mm
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Coupling cassette bracket (central in coupled units)
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coupling cassette bracket

central

face fixture

pitch adjustment range
5°–45°

76181.

dimensions in mm
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vario-V bracket for track 
fixture

76052.

34
0

flat track bracket
for lateral fixture

with adjustable head

76049.

70 40

track bracket for rigid 
track-only fixture

76017.

9
110 40

85 track bracket,
with adjustable head

100 mm

76046.

Brackets  IVBel l fo r t  Roof  Awn ing   |   
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